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Congratulations on your purchase from Maverick Campers & 
Caravans. 

Welcome to the Maverick Family!  We are a passionate 
group of camping enthusiasts who love the great outdoors 
and pride ourselves in offering our customers purpose-
bulit products to make exploring our beautiful country 
�Ö�â�à�Ù�â�å�ç�Ô�Õ�ß�Ø���ê�Ü�ç�Û���Ö�â�á���×�Ø�á�Ö�Ø���Ô�á�×���ã�Ø�Ô�Ö�Ø���â�Ù���à�Ü�á�×�¡

Through many years of research, development, testing and 
listening to our customers’ requirements, your camper or 
hybrid caravan has been carefully designed, engineered and 
manufactured by our team to provide a reliable and feature 
packed recreational vehicle so you can enjoy creating 
memories for many years to come.  

Once you have picked up your camper or hybrid caravan 
it is recommended that you familiarise yourself once again 
with all aspects covered during your handover, and promptly 
report any queries to your local Maverick showroom, or place 
of purchase. 

This Owners Manual aims to cover certain processes, 
procedures for maintenance and pre-travel checks as well as 
troubleshooting advice.

Disclaimers: Some products and features described in this manual 
may not apply to your particular camper or caravan. Information, 
�Ü�ß�ß�è�æ�ç�å�Ô�ç�Ü�â�á�æ�Ÿ���Ô�á�×���æ�ã�Ø�Ö�Ü���Ö�Ô�ç�Ü�â�á�æ���Ü�á���ç�Û�Ü�æ���à�Ô�á�è�Ô�ß���å�Ø���Ø�Ö�ç���ç�Û�Ø���à�â�æ�ç��
current models available at the time of publication (August 2024).

Nothing in this manual creates any warranty, either expressed 
or implied, nor does it cover every possible detail of equipment, 
standard or option, installed on or in your camper or caravan.
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BREAKSAFE 
A device that links your trailer/caravan to your car via a 
cable.  In the case of the hitch and safety chains connecting 
your car to your caravan are separated during travel, the pin 
within the breaksafe is released causing the electric brakes 
on your caravan to engage. 

The batteries on your caravan will provide power to the 
brakes which will bring the caravan to a complete stop. 

Incorrect use of the breaksafe could cause your caravan 
batteries to deplete.

IMPORTANT

•	 DO NOT attach the breaksafe cable to the safety chain or 
D-shackles.

•	 As soon as the breaksafe pin is pulled out of the casing it 
will be drawing power from your caravan battery and if 
not placed back in, it will deplete the battery.

SAFETY FEATURES

4

Video Tutorial

www.youtube.com/watch?v=dqAqIIuarho



BREAKSAFE 

SAFETY FEATURES
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CORRECT USE OF THIS FEATURE 

•	 Using a carabiner or similar, secure 
the breaksafe cable to the rear of 
the vehicle near the tow ball so 
that it is securely attached. 

•	 Ensure that the cable is free from 
wiring, plugs and other items near 
the front of the caravan such 
as the hand brake or hitch. This 
prevents the cable from getting 
caught and allows the cable to 
move freely during travel.

•	 Ensure that the cable isn’t low to 
the ground.

•	 Before travelling, check that 
the breaksafe pin is correctly 
�â�å�Ü�Ø�á�ç�Ô�ç�Ø�×���Ô�á�×�����å�à�ß�ì���Ü�á���ã�ß�Ô�Ö�Ø�¡

•	 Once you have arrived at your 
destination and unhitched the 
van, there is no need to remove 
the breaksafe pin. Simply dettach 
the cable from the rear of the tow 
vehicle.  



SAFETY FEATURES
HANDBRAKE 
A device that manually applies the brakes on your caravan/
trailer to stop it rolling.  The handbrake works in the same way 
as your car handbrake. The higher you lift the handbrake, the 
greater the pressure applied to the brakes and the stronger 
the brakes will hold the trailer or caravan in position.  
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CORRECT USE OF THIS FEATURE

•	 Whilst stationary and in position 
for storage or setup, place chocks 
either in front or behind the wheels 
to prevent movement. 

•	 Pull the handbrake upwards until 
you reach a suitable resistance. 

•	 To release handbrake, press 
button at end of handbrake with a 
slightly upwards pressure on the 
handbrake to release. 

•	 Ensure you slowly lower the 
handbrake and look for signs of 
movement of the caravan.   



SAFETY FEATURES
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SAFETY CHAINS 
Always use safety chains when towing. They maintain the 
connection between the trailer/caravan and tow vehicle in 
the event of separation of the hitch and coupling. 

Safety chains are included with every trailer/caravan by 
law. The D-shackles provided are correctly rated for that 
particular van.  

CORRECT USE OF THIS FEATURE 

•	 Using the D-shackles provided 
attach the chain to the eyelet of 
the tow bar on the opposite side to 
the side of the trailer/caravan. 

•	 Repeat this with the other side to 
create a criss-cross. 

•	 Ensure there is enough lag in the 
chain to allow movement between 
the vehicle and the trailer whilst 
avoiding the chain dragging on 
the ground.

•	 If the chain is too long, relocate the 
D-shackle a couple of links from 
the end of the chain to provide 
more tension. 

•	 Hand tightening the D-shackles 
�æ�Û�â�è�ß�×���Õ�Ø���æ�è�Ù���Ö�Ü�Ø�á�ç�¡���¼�ç���Ü�æ���á�â�ç��
recommended to over tighten.



ARK XO JOCKEY WHEEL
Maverick Campers proudly include an ARK XO Jockey Wheel 
on every camper and hybrid caravan.  Thoroughly tested and 
continually improved, the XO Series Jockey Wheels have fast 
become a standard within the camper trailer and caravan 
industry.

�Ç�Û�Ü�æ���Ý�â�Ö�Þ�Ø�ì���ê�Û�Ø�Ø�ß���ê�Ü�ß�ß���ã�å�â�é�Ü�×�Ø���ì�â�è���ê�Ü�ç�Û���ã�ß�Ø�á�ç�ì���â�Ù�����Ø�ë�Ü�Õ�Ü�ß�Ü�ç�ì���â�á��
unstable and uneven terrain to ensure you can hitch and 
unhitch your trailer/caravan with ease.

SAFETY FEATURES
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Video Tutorial

www.youtube.com/watch?v=WX2k0QhW12I



ARK XO JOCKEY WHEEL

SAFETY FEATURES
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CORRECT USE OF THIS FEATURE 

•	 The large blue handle is used to 
swivel the jockey wheel into travel 
or loading positions.  

•	 A smaller silver handle allows 
the movement of the jockey up 
and down to accommodate level 
differences between your car and 
the trailer/caravan.  

•	 The winder allows you to adjust the 
height of the hitch for connection 
and disconnection from the tow 
vehicle and is removable when 
travelling.

IMPORTANT

•	 If repositioning the trailer/caravan once unhitched, ensure 
that the jockey wheel is lower than the ‘Maximum Safe 
Height’ for movement which is located on the stem of the 
jockey wheel.   
 
If the jockey is set too high and you attempt to move the 
caravan/trailer, it could bend, damage or cause failure of 
the jockey. 



CRUISEMASTER DO35 HITCH 
For safety on road and capability off it  
High articulation in all direction ensures the trailer always 
follows you in challenging terrains. High articulation also 
provides safety in the event of an accident on the road.

Simple to use locking mechanism  
The DO35 features a simple positive locking mechanism. 
�Â�á�Ö�Ø���ß�â�Ö�Þ�Ø�×���ç�Û�Ø���¶�Û�Ø�Ö�Þ�ß�â�Ö�Þ���Ö�Ô�ã���Ü�æ���ç�Û�Ø�á�����ç�ç�Ø�×���ç�â���Þ�Ø�Ø�ã���ç�Û�Ø���×�Ü�å�ç��
out and to show that the coupling is securely attached

Patented drop on design allows easy hitch in any terrain  
This is the key to the success of the DO35. Combined 
patented tow pin and view port, allows easy alignment of the 
vehicle and trailer even in technical terrain.

SAFETY FEATURES
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Video Tutorial

www.youtube.com/watch?v=jxsYbaUzZPc



CRUISEMASTER DO35 HITCH 

SAFETY FEATURES
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CORRECT USE OF THIS FEATURE 

•	 Ensure the Tow Pin Cover is 
removed from the Tow Pin.

•	 Set the coupling to the unlocked 
position by pushing down 
on the Red Lock Button while 
simultaneously pushing back the 
locking slide plate towards the 
Red Lock Button. When in position 
the viewport in the centre of the 
locking mechanism should be 
clear.

•	 Adjust the Jockey Wheel of the 
trailer/caravan so the coupling is 
above the vehicle Tow Pin height. 

•	 Align coupling over Tow Pin then 
lower the coupling onto the Tow 
Pin using the Jockey Wheel. 

•	 Push the Red Lock Button to reset 
the locking plate into the locked 
position. The locking plate will slide 
forward and click when in place.

•	 Secure the Checklock cap by 
pressing down at the back then 
front. An audible snap indicates it 
is secured correctly.  



REAR VIEW CAMERA
The plug & play rear view camera included in your hybrid 
caravan is designed to assist when reversing. A single 
camera is installed at the top rear of the van and hardwired 
to the Power switch in the van Control Panel, while the LCD 
�à�â�á�Ü�ç�â�å���ê�Ü�ß�ß���Õ�Ø���Ô�Ù���ë�Ø�×���Ü�á���ì�â�è�å���ç�â�ê���é�Ø�Û�Ü�Ö�ß�Ø���Ô�á�×���ã�â�ê�Ø�å�Ø�×���Õ�ì���ç�Û�Ø��
12V plug.

APPLIANCES

12

CORRECT USE OF THIS FEATURE 

•	 �Ç�Û�Ø���Ã�â�ê�Ø�å���à�è�æ�ç�����å�æ�ç���Õ�Ø���ç�è�å�á�Ø�×��
ON in the Control Panel of the 
caravan/trailer.

•	 The camera will already be paired 
to the LCD monitor.

•	 If you need to re-pair your camera 
or adjust the settings, press the 
menu button on the monitor.

IMPORTANT 

•	 If your hybrid has two cameras 
installed at the rear, please get 
in contact with us as soon as 
possible to arrange a replacement. 

Menu

Video Tutorial

www.youtube.com/watch?v=qWPujSfh9JU



WATER PUMP 
The water pump included in your hybrid caravan is designed 
to be used only when you are drawing water from the water 
tanks. 

If you are connected to mains water, ensure the water pump 
is turned off as the water pressure from mains may impact 
the pump.

APPLIANCES
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CORRECT USE OF THIS FEATURE 

•	 �Ç�Û�Ø���Ã�è�à�ã���à�è�æ�ç�����å�æ�ç���Õ�Ø���ç�è�å�á�Ø�×��
ON in the Control Panel of the 
caravan/trailer.

•	 To draw water from both the front 
and rear tanks equally, rotate the 
blue handle so the red arrows are 
pointing to the front and rear water 
lines AND the outlet line. 

•	 If you want to draw water from 
only one tank, ensure the red arrow 
is pointing in the direction of the 
�æ�ã�Ø�Ö�Ü���Ö���ê�Ô�ç�Ø�å���ß�Ü�á�Ø���´�Á�·���ç�Û�Ø���â�è�ç�ß�Ø�ç�¡

IMPORTANT 

•	 If you are using mains water, 
ensure that your pump is turned 
OFF in the Control Panel.

Front Tank

Front Tank

Rear Tank

Rear Tank

Outlet 

Outlet 

Outlet 



TRUMA HOT WATER SYSTEM 
The Truma UltraRapid hot water system included in your 
caravan can function on both 240V and gas, and uses tank or 
mains water.

You can set your desired water temperature (60°C or 70°C) 
conveniently on the control unit.

If the water temperature drops, the electronics in UltraRapid 
reignite automatically. 

IMPORTANT 

•	 When the hot water system is in use the external vent 
cover MUST BE removed. 

•	 Before travelling, check the external vent cover is 
securely on to ensure dust does not get into the Truma 
unit. 

APPLIANCES
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Video Tutorial

www.youtube.com/watch?v=7RSMuQG-9G4



TRUMA HOT WATER SYSTEM 

APPLIANCES
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CORRECT USE OF THIS FEATURE: 

•	 To use the hot water system on 
gas, a gas bottle must be attached 
to the gas lines in the front toolbox 
and turned on. 

•	 When using the hot water system 
on 240V ensure that the caravan 
is getting power from the mains 
supply and the 240V switch is 
turned on.

•	 Using either mains water, or the 
water pump ensure water is 
���â�ê�Ü�á�Ú���ç�Û�å�â�è�Ú�Û���ç�Û�Ø���ç�Ô�ã�æ�¡����

•	 Remove the external vent cover.

•	 Flick the switch on the control unit 
to your desired temperature. A 
click sound indicates the unit is on. 

•	 If the hot water system doesn’t 
ignite immediately, you will need 
�ç�â���ß�Õ�ß�Ø�Ø�×���ç�Û�Ø���æ�ì�æ�ç�Ø�à�à���Õ�ì�����Ü�Ö�Þ�Ü�á�Ú���ç�Û�Ø��
control unit switch up and down 
until you hear the clicks.  



DIESEL HEATER
These instructions apply to the Digital Display Diesel Heaters 
that were/are installed in Viper hybrids from July 2023.

APPLIANCES

16

Video Tutorial

www.youtube.com/watch?v=tn2w7cbyG34

CORRECT USE OF THIS FEATURE 

•	 Ensure you have added diesel to 
the diesel tank in the front toolbox 
�Õ�ì���è�æ�Ü�á�Ú���ç�Û�Ø���Ø�ë�ç�Ø�å�á�Ô�ß�����ß�ß�Ü�á�Ú���ã�â�Ü�á�ç�¡��
�Ç�Û�Ø�å�Ø���Ü�æ���Ô���æ�ã�Ø�Ö�Ü���Ö���Þ�Ø�ì���ç�â���â�ã�Ø�á���Ü�ç�¡��

•	 To turn on the heater, press and 
hold the Power button.

•	 The image on the digital display 
will start moving indicating that 
the unit is powering on. It may take 
a minute before the heater pump 
starts to heat.

•	 The ambient temparature within 
the van is displayed on the top left 
corner.

•	 The Settings button will allow you 
to set your desired temperature, 
using the up and down arrow 
buttons.

Settings Temp +

Power

Temp -



DIESEL HEATER
ERROR CODES 

•	 E-2 - Low Power Supply  
Check power supply to battery, voltage, and related 
fuses.

•	 E-3 - Ignition Plug Malfunction  
Check for any wiring that may have come loose, become 
damaged or been disconnected.

•	 E-4 - Oil Pump Malfunction  
Check pump for any damage or  connections that may 
have come loose.

•	 E-5 -High Temperature  
Check to see whether heating duct has been obstructed 
�Ô�á�×���Ô�Ü�å�����â�ê���Ü�æ���Õ�Ø�Ü�á�Ú���ã�å�Ø�é�Ø�á�ç�Ø�×�¡�� 
Check whether the fan is working properly.

•	 E-6 - Fan Malfunction  
Check for any wiring that may have come loose or been 
disconnected.  
Check if the fan propeller may have become stuck.

•	 E-8 - Flameout  
Check to ensure diesel tank has diesel supply. Check for 
blockages in diesel lines.  
Check whether intake/exhaust ducts are blocked.

• 	 E-9 - Sensor Malfunction  
Check if sensor is damaged and if any wiring may have 
come loose or been disconnected.

APPLIANCES
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DOMETIC HARRIER LITE AIR CONDITIONER
CORRECT USE OF THIS FEATURE

•	 The roof mounted Dometic Harrier Lite air conditioner has 
three operating modes: OFF - STAND-BY - ON.

•	 You can use the control panel on the unit and the remote 
control to:

•	 Switch the air conditioner to and from standy-by mode

•	 Switch the ambient lights on and off

•	 To use the remote control it must be pointed to the 
IR receiver on the control panel during operation. If 
successful the unit will sound a high note.  

•	 To set the desired temperature in the Automatic, Cooling, 
Heating & Dehumidifying modes, use the + or - buttons 
to specify a temperature between 16°C and 30°C.

•	 HINT: If the vehicle has been subjected to direct 
sunlight/high heat for a long time, operate the 
�É�Ø�á�ç�Ü�ß�Ô�ç�Ü�â�á���à�â�×�Ø���ê�Ü�ç�Û���ç�Û�Ø���ê�Ü�á�×�â�ê�æ���â�ã�Ø�á���ç�â�����è�æ�Û���â�è�ç��
the warm air before switching on the Cooling mode.

•	 In all modes except Automatic, the fan speed can be 
manually adjusted by pressing the Fan button.

•	 The Timer function allows you to specify the number of 
hours until the unit will be switched on or until it switches 
to stand-by (up to 24 hours).

•	 In the Sleep function the compressor and fan speeds are 
limited to reduce noise levels.  

APPLIANCES
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TRUMA AVENTA AIR CONDITIONER
CORRECT USE OF THIS FEATURE 

•	 The roof mounted Truma Aventa Comfort air conditioner 
has four operating modes: COOLING - HEATING - 
AUTOMATIC - CIRCULATED AIR.

•	 To use the remote control it must be pointed to the IR 
receiver on the control panel during operation. 

•	 The CIRCULATED AIR fan runs after switching the unit ON. 
The compressor activates after no more than 3 minutes.

•	 To set the desired temperature, use the + or - buttons to 
specify a temperature between 16°C and 31°C.

•	 HINT: If the vehicle has been subjected to direct 
sunlight/high heat, ventilate the van with the windows 
open before switching on the COOLING mode.

•	 HINT: Heating at an outside temparature of less than 
4°C is not possible. Between 4°C and 7°C the unit 
�æ�ê�Ü�ç�Ö�Û�Ø�æ���Õ�å�Ü�Ø���ì���ç�â���×�Ø�Ù�å�â�æ�ç�Ü�á�Ú���ã�å�â�Ö�Ø�æ�æ�Ø�æ�¡��

•	 Pressing the Fan button will adjust the fan level between: 
Low - Medium - High. Medium is not available in HEATING 
mode. 

•	 The unit must be ON to program the Timer function. 
Set the desired temperature and operating mode then 
select TIMER ON/OFF. Set the required time (15 minutes to 
�¥�§���Û�â�è�å�æ�œ���ç�Û�Ø�á���Ö�â�á���å�à���Õ�ì���ã�å�Ø�æ�æ�Ü�á�Ú���Ç�¼�À�¸�Å���Â�Á�¢�Â�¹�¹�¡������

APPLIANCES
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REDARC MANAGER30 & 2000W INVERTER
From October 2023 Maverick Viper Hybrids contain a REDARC 
Manager30 battery management system and a REDARC 
2000W inverter as standard.

This REDARC setup will be powered with a minimum of a 
single 200ah Maverick battery. 

IMPORTANT

•	 �Ç�â���Ø�á�æ�è�å�Ø���ì�â�è�å���Õ�Ô�ç�ç�Ø�å�Ü�Ø�æ���×�â���á�â�ç���å�è�á�����Ô�ç�Ÿ���à�Ô�Þ�Ø���æ�è�å�Ø���ì�â�è�å��
changeover switch is turned to the OFF(0) position when 
the inverter is not in use.

BATTERIES AND 12V
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Video Tutorial - REDARC RedVision Monitor

www.youtube.com/watch?v=NNZGX4fmrws

Video Tutorial - REDARC 2000W Inverter

www.youtube.com/watch?v=SzIy2GrLRCE



REDARC MANAGER30 & 2000W INVERTER
CORRECT USE OF THIS FEATURE 

•	 �Ç�Û�Ø���Ã�â�ê�Ø�å���à�è�æ�ç�����å�æ�ç���Õ�Ø���ç�è�å�á�Ø�×��
ON in the Control Panel of the 
caravan/trailer.

•	 If you are using mains power your 
changeover switch should be 
turned to MAINS(1).

•	 When you are off-grid and you 
need to use the inverter to power 
your appliances or air conditioner, 
your changeover switch should be 
turned to INVERTER(2). The switch 
on the Inverter also needs to be 
turned on.

•	 �¼�Ù���ì�â�è�å���Õ�Ô�ç�ç�Ø�å�ì���×�å�Ô�Ü�á�æ�����Ô�ç���Ô�á�×��
doesn’t seem to be charging when 
the caravan is plugged into mains 
power, your battery may need a 
jump start. 

•	 To do this place a battery 
charger on your batteries 
leaving it plugged in for around 
10-20 minutes. This should 
enable the Manager30 system 
to kick in and take over the 
charging of the batteries.

BATTERIES AND 12V
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STABILISER LEGS
Included with your Maverick caravan is a winder for manually 
winding down your stabiliser legs.  Do not use a rattle gun to 
wind down your stabiliser legs.

CORRECT USE OF THIS FEATURE 

•	 Pull the blue handle of the 
stabiliser leg to unlock the leg.

•	 Release the blue handle once the 
stabiliser leg is in the downward 
position.

•	 Please note on uneven surfaces 
the stabiliser leg may not be 
vertical but slightly diagonal to 
accommodate the uneven terrain.

•	 Commence winding the stabiliser 
down using the winder provided.

•	 Ensure that all the stabiliser foot 
�Ü�æ�����å�à�ß�ì���ç�â�è�Ö�Û�Ü�á�Ú���ç�Û�Ø���Ú�å�â�è�á�×���ç�â��
prevent movement when inside 
the caravan.

•	 To raise the stabiliser legs, reverse 
this process.

SETTING UP YOUR VAN
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Video Tutorial

www.youtube.com/watch?v=qpfMnhdEUfo



SETTING UP YOUR VAN
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ELECTRIC AWNING 
Electric Awnings come standard across our Viper hybrid 
range. They work with a simple press of a button and can be 
operated by one person. A manual winder is also included 
should the electric motor fail. 

CORRECT USE OF THIS FEATURE: 

•	 �Ç�Û�Ø���Æ�â�Ö�Þ�Ø�ç���æ�ê�Ü�ç�Ö�Û���à�è�æ�ç�����å�æ�ç���Õ�Ø��
turned ON in the Control Panel of 
the caravan.

•	 The awning switch is located 
above the main door and will light 
up blue when it has power to it. 

•	 The awning speed is slow enough 
to give you time to release and 
adjust the legs.

•	 Once the awning has fully 
�Ø�ë�ç�Ø�á�×�Ø�×���â�å���å�Ø�ç�å�Ô�Ö�ç�Ø�×�Ÿ�����Ü�Ö�Þ���ç�Û�Ø��
switch back to neutral position. 

IMPORTANT 

•	 Supporting the awning as it’s 
moving will reduce the stress load 
on the awning arms. 

Video Tutorial

www.youtube.com/watch?v=cPhVREHLuDI

Manual Winder Insertion Point



SETTING UP YOUR VAN

CORRECT USE OF THIS FEATURE 

•	 �Ç�â���ß�Ü�Ù�ç���ç�Û�Ø���å�â�â�Ù�����å�æ�ç���Õ�Ø�Ú�Ü�á���Õ�ì��
unlatching the latches on the 
outside of the caravan.

•	 Unpin the internal roof bars at 
each end of the caravan.

•	 With the door or a window open, 
push the roof bar at the rear of the 
�Ö�Ô�å�Ô�é�Ô�á�����å�æ�ç���Ô�á�×���ç�Û�Ø�á���Ø�á�Ú�Ô�Ú�Ø���ç�Û�Ø��
pins through the roof bar holes to 
secure into position.

•	 HINT: Keeping the door/window 
open while lifting the roof will 
avoid a vacuum being created 
inside the van.

•	 Repeat the same at the front of the 
caravan.

•	 Follow these same steps to lower 
the roof starting with the lowering 
of the rear.  

24

LIFTING & LOWERING THE ROOF - MANUAL



CORRECT USE OF THIS FEATURE 

•	 �Ç�â���ß�Ü�Ù�ç���ç�Û�Ø���å�â�â�Ù�����å�æ�ç���Õ�Ø�Ú�Ü�á���Õ�ì��
unlatching the latches on the 
outside of the caravan.

•	 To raise and lower the electric roof 
use the switch installed in the van, 
or on the supplied remote.

MANUAL OVERRIDE

•	 In the case of an electrical failure, 
remove the hatch panel that 
exposes the electric roof strut arm. 

•	 Using a drill with a hex key 
attachment wind or unwind to 
raise or lower the roof. 

•	 Alternate this process with the 
other strut arm to keep the roof 
relatively level while it’s going up or 
down. 

SETTING UP YOUR VAN
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LIFTING & LOWERING THE ROOF - ELECTRIC



BATTERIES
•	 Check the charge of your batteries. If the battery gauge 

doesn’t read 100% put your caravan on charge.

•	 When travelling, your tow vehicle will provide power to 
the van when connected through the anderson plug. 
To ensure your fridge stays cold, the Power and Fridge 
switches must be turned on in the control panel.

TANKS
•	 Flush the fresh water and grey water tanks prior to 

travelling by doing the following: 

•	 Open the tap/valve at the bottom of each tank to 
drain any residual water. Once empty, close the tap/
valve.

•	 Open the water inlet cap located on the side of the 
�ç�å�Ô�Ü�ß�Ø�å���â�å���é�Ô�á���Ô�á�×���è�æ�Ü�á�Ú���Ô���Û�â�æ�Ø�Ÿ�����ß�ß���ç�Û�Ø���ç�Ô�á�Þ�æ���ç�â���Ù�è�ß�ß��
capacity.

•	 �Ç�â�����è�æ�Û���ç�Û�Ø���Ú�å�Ø�ì���ê�Ô�ç�Ø�å���ç�Ô�á�Þ�Ÿ���ç�è�å�á���â�á���ç�Û�Ø���Ã�è�à�ã���æ�ê�Ü�ç�Ö�Û��
in the control panel and open the taps inside the van.  

•	 Then repeat the opening of the tap/valve to empty the 
clean water out.

•	 �Ì�â�è�å���ç�Ô�á�Þ�æ���Ô�å�Ø���á�â�ê�����è�æ�Û�Ø�×���Ô�á�×���Ö�Ô�á���Õ�Ø�����ß�ß�Ø�×���ê�Ü�ç�Û���Ù�å�Ø�æ�Û��
water ready for travel. 

BEFORE TRAVELLING 
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�Ç�â�å�ä�è�Ø���Æ�ã�Ø�Ö�Ü���Ö�Ô�ç�Ü�â�á�æ�­ 
Wheel nuts (135Nm)  
Shock absorbers (80Nm)  
Camber bolts (190Nm) 

Check bearings  
Large: #25580 | Small: #15123

Ensure the handbrake has tension when engaged.

Check all lights are operating - brake, park, tail, side 
markers, reverse and indicators. 

Check your Breaksafe pin is engaged in the housing and 
that the electric breaks are functional.

Ensure all tyres (including spares) are at the standard 
recommended pressure (44PSI, when cold & unloaded).

Ensure that the windows and roof hatches are closed 
and pins are engaged.

Keep blinds open to avoid damage to internal 
components.

�¸�á�æ�è�å�Ø���Ô�ß�ß���ß�â�Ô�×�Ø�×���Ü�ç�Ø�à�æ���Ô�å�Ø���æ�è�Ù���Ö�Ü�Ø�á�ç�ß�ì���æ�Ø�Ö�è�å�Ø�×���ç�â��
prevent movement while travelling.

Turn off the switches in the Control Panel, leaving only 
the Power and Fridge ON, to ensure your fridge is cooling 
while you are driving. 

Check all latches are closed.

Lock all hatch doors and the main door. 

FINAL CHECKLIST 
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Maverick Campers & Caravans Warranty Claims

https://maverickcampers.com.au/warranty/

REDARC Electronics Australia

https://www.redarcelectronics.com/au/

Truma

https://www.truma.com/au/

CruiseMaster DO35 V3Plus

https://cruisemaster.com.au/cruisemaster-
do35-v3plus/

ARK Corp XO 750 Jockey Wheel

https://www.arkcorp.com.au/product/xo750-
jockey-wheel-copy/

QUICK LINKS
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ADDITIONAL TUTORIALS
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All Maverick tutorial videos are found on our YouTube channel  
www.youtube.com/c/MaverickCampers/



Water pump not 
working

• Check caravan has power.
• �¸�á�æ�è�å�Ø���ç�Ô�á�Þ�æ���Ô�å�Ø�����ß�ß�Ø�×�¡
• Check pump is turned on.
• Listen to hear whether pump is 

functioning.
• Reference the section of the maverick 

manual that discusses the pump in 
order to determine proper use of the 
pump.

Hot water system not 
working

• If running hws on 240v ensure that 
vanhas 240v plug into van inlet and van 
is turned to main power.  

• Also ensure that 240v plug from hws is 
plugged into a power point socket.

• If runing on gas ensure gas bottle 
attached is full and isolation lever is 
turned to that apporiate side.  

• Make sure that hws cover located on 
outside of van is removed.

• Flick hws switch ensure you can hear 
ticking and mae sure red light goes out.

Diesel heater not 
working

• Ensure diesel heater tank has diesel.
• Ensure caravan has power.
• Make sure diesel heater has been turned 

on using screen and set to desired 
temperture.

• If diesel heater is displaying an error 
code use the diesel heater section of 
the maverick manual to diagnose end 
amend the error.

TROUBLESHOOTING
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TROUBLESHOOTING
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Batteries not 
charging 

• Ensure that battery charger/manager30 
is plugged in.

• Ensure that caravan has 240v supply. 
• Ensure battery hsnt gone into sleep 

mode more on. this in the battery section 
of your maverick manual.

Roof not opening • Ensure all latches are unlatched.
• Make sure to pull pin out from roof 

opening handles on inside of caravan.
• To ensure you are opening rood correctly 

reference your maverick manual.

Unable to open 
electrical roof

• Ensure van has power.
• Ensure outside latches have been 

unlatched.

Fridge not 
functioning 

• Ensure frdidge has power supply.
• �¼�Ù���Ø�å�å�â�å���Ö�â�×�Ø���Û�Ô�æ���Õ�Ø�Ø�á���Ü�×�Ø�á�ç�Ü���Ø�×��

reference your maverick manual to 
diagnose error.



Where Adventure Where Adventure 
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