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Owner Information 

Complete this page at handover and keep this manual with your caravan. 

Owner Name  

Model  

VIN  

Dealer  

Delivery Date  

Sales Consultant  

Emergency / Dealer Contact  

 

IMPORTANT 
This manual is a general guide. Always refer to the individual appliance manuals supplied at handover for model-specific 
operation, maintenance and warranty details. 

 

 



 
MAVERICK CAMPERS  2026 OWNER'S MANUAL 

 

 
 

Where Adventure Begins   |   maverickcampers.com.au   |   Page 3 of 38 

Table of Contents 

2026 OWNER'S MANUAL ...................................................................................................................................................................... 1 

Owner Information .................................................................................................................................................................................. 2 

Safety Features ........................................................................................................................................................................................... 6 

Brakesafe ................................................................................................................................................................................................. 6 

Video Tutorial ................................................................................................................................................................................... 6 

Correct Use of This Feature......................................................................................................................................................... 6 

Handbrake............................................................................................................................................................................................... 7 

Correct Use of This Feature......................................................................................................................................................... 7 

Safety Chains .......................................................................................................................................................................................... 8 

Correct Use of This Feature......................................................................................................................................................... 8 

Ark XO Jockey wheel ........................................................................................................................................................................... 9 

CruiseMaster DO-35 Off road coupling ..................................................................................................................................... 10 

Rear View Camera .................................................................................................................................................................................. 11 

Assembly of the LCD screen........................................................................................................................................................... 11 

Connecting the rear view camera ................................................................................................................................................ 11 

Pairing the Reverse Camera to LCD screen ............................................................................................................................. 11 

Water System............................................................................................................................................................................................ 12 

Water Pump ......................................................................................................................................................................................... 12 

Maintaining your water pump ...................................................................................................................................................... 12 

Common questions of the water pump ..................................................................................................................................... 12 

Hot Water System ................................................................................................................................................................................... 13 

Arana Instant Hot Water System ................................................................................................................................................. 13 

How to use the Arana Instant Hot Water Service ............................................................................................................ 13 

Common Asked Questions .............................................................................................................................................................. 13 

Diesel Heater ............................................................................................................................................................................................. 14 

Start up of the diesel heater ........................................................................................................................................................... 14 

Maintenance of the diesel heater ................................................................................................................................................ 14 

Truma Aventa Comfort Air conditioner ........................................................................................................................................ 15 

Turning on the Truma Air Conditioner ..................................................................................................................................... 15 

Tips for the Truma Aventa Comfort ........................................................................................................................................... 15 

Commonly Asked questions .......................................................................................................................................................... 15 

Mycoolman Air conditioner ................................................................................................................................................................ 16 

How to use the Mycoolman AC ..................................................................................................................................................... 16 

Commonly Asked Questions ..................................................................................................................................................... 16 

Renogy 12V System ................................................................................................................................................................................ 17 



 
MAVERICK CAMPERS  2026 OWNER'S MANUAL 

 

 
 

Where Adventure Begins   |   maverickcampers.com.au   |   Page 4 of 38 

Home Screen Renogy One Vision 7’ Display ........................................................................................................................... 17 

Home Button Feature .................................................................................................................................................................. 17 

Away Button Feature ................................................................................................................................................................... 17 

Standby Button Feature .............................................................................................................................................................. 17 

Water Tank Levels ........................................................................................................................................................................ 17 

Mycoolman Air Conditioner Controls ................................................................................................................................... 17 

Power Topology Display ............................................................................................................................................................ 17 

Connecting To The Renogy Core .................................................................................................................................................. 17 

Renogy One Core ................................................................................................................................................................................ 18 

Home Screen Overview ............................................................................................................................................................... 18 

System Monitoring and Control .............................................................................................................................................. 18 

Controlling the Caravan by the Core Display ..................................................................................................................... 18 

Settings Menu ................................................................................................................................................................................. 18 

Renogy Smart Distribution Box ................................................................................................................................................... 18 

Overview ........................................................................................................................................................................................... 18 

Diagnosing a Blown Fuse ................................................................................................................................................................ 19 

Checking Smart Distribution Box Terminals .......................................................................................................................... 19 

Setting Up Your Caravan ...................................................................................................................................................................... 20 

Stabilizer Legs ..................................................................................................................................................................................... 20 

Awnings ...................................................................................................................................................................................................... 21 

Setting up your Electric Awning .................................................................................................................................................. 21 

Never leave an unrestrained electric awning unattended ........................................................................................... 21 

Setting up a manual Roller style awning .................................................................................................................................. 22 

Electric Roof Operation ........................................................................................................................................................................ 23 

Electric roof with Linear Actuator (Internal pole) ............................................................................................................... 23 

Fixed button Linear actuator (poles inside) override .................................................................................................... 23 

Remote Control Only Electric Roof (Internal Poles)............................................................................................................ 24 

Remote Control Linear actuator (poles inside) override ............................................................................................. 24 

Scissor style Electric Roof Actuator ............................................................................................................................................ 25 

Scissor style Electric Roof Actuator override .................................................................................................................... 25 

Electric Bed ................................................................................................................................................................................................ 26 

How to use the Electric Bed ........................................................................................................................................................... 26 

Manual Override of the Electric Bed .......................................................................................................................................... 26 

Total power loss or Failure of the Electric Bed ..................................................................................................................... 27 

Tables & Interior Features .................................................................................................................................................................. 28 

How to use your Lowering and raising table .......................................................................................................................... 28 

How to use your Laguna style table ........................................................................................................................................... 29 



 
MAVERICK CAMPERS  2026 OWNER'S MANUAL 

 

 
 

Where Adventure Begins   |   maverickcampers.com.au   |   Page 5 of 38 

Doors & Windows ................................................................................................................................................................................... 30 

How to use the Entry Door ............................................................................................................................................................. 30 

How to use the caravan windows ............................................................................................................................................... 31 

Caravan Windows Tips .................................................................................................................................................................... 31 

Tyres, Suspension & Maintenance ................................................................................................................................................... 32 

Specifications & Torque Settings ................................................................................................................................................. 32 

General Maintenance ........................................................................................................................................................................ 32 

Helpful tools to carry on any trip ................................................................................................................................................ 33 

Bathroom & Toilet Systems ................................................................................................................................................................ 34 

How to use Dometic Toilet cassette ........................................................................................................................................... 34 

How to use Thetford Cassette toilet ........................................................................................................................................... 35 

Caravan Weights & Tow Vehicle Compliance ............................................................................................................................. 36 

Caravan weights and tow vehicle compliance ....................................................................................................................... 36 

GVM (Gross Vehicle Mass) .............................................................................................................................................................. 36 

GCM (Gross Combination Mass) .................................................................................................................................................. 36 

Tare weight or Kerb weight ........................................................................................................................................................... 36 

Car: ........................................................................................................................................................................................................... 36 

Caravan: ................................................................................................................................................................................................. 36 

GTM (Gross Trailer Mass)............................................................................................................................................................... 36 

ATM (Aggregate Trailer Mass) ..................................................................................................................................................... 36 

TBM (Tow Ball Mass) ....................................................................................................................................................................... 37 

Tips and tricks ..................................................................................................................................................................................... 37 

Owner Notes ............................................................................................................................................................................................. 38 

 

 



 
MAVERICK CAMPERS  2026 OWNER'S MANUAL 

 

 
 

Where Adventure Begins   |   maverickcampers.com.au   |   Page 6 of 38 

Safety Features 

Brakesafe 

A device that links your trailer/caravan to your car via a cable. In the case of the hitch and safety chains 
connecting your car to your caravan are separated during travel, the pin within the brakesafe is released causing 
the electric brakes on your caravan to engage. 

The batteries on your caravan will provide power to the brakes which will bring the caravan to a complete stop. 

Incorrect use of the braksafe could cause your caravan batteries to deplete. 

IMPORTANT 
• DO NOT attach the breaksafe cable to the safety chain or D-shackles. 
• As soon as the breaksafe pin is pulled out of the casing it will be drawing power from your caravan battery 
and if not placed back in, it will deplete the battery. 

 

Video Tutorial 

REFERENCE LINK 
www.youtube.com/watch?v=dqAqIIuarho 

 

Correct Use of This Feature 

• Using a carabiner or similar, secure the breaksafe cable to the rear of the vehicle near the tow ball so that it is 
securely attached.  

• Ensure that the cable is free from wiring, plugs and other items near the front of the caravan such as the hand 
brake or hitch. This prevents the cable from getting caught and allows the cable to move freely during travel. 

• Ensure that the cable isn’t low to the ground. 

• Before travelling, check that the breaksafe pin is correctly orientated and firmly in place. 

• Once you have arrived at your destination and unhitched the van, there is no need to remove the breaksafe pin. 
Simply detach the cable from the rear of the tow vehicle. 
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Handbrake 

A device that manually applies the brakes on your caravan/ trailer to stop it rolling. The handbrake works in the 
same way as your car handbrake. The higher you lift the handbrake, the greater the pressure applied to the 
brakes and the stronger the brakes will hold the trailer or caravan in position. 

Correct Use of This Feature 

• Whilst stationary and in position for storage or setup, place chocks either in front or behind the wheels to 
prevent movement. 

 

 

• Pull the handbrake upwards until you reach a suitable resistance. 

 

 

• To release handbrake, press button at end of handbrake with a slightly upwards pressure on the handbrake to 
release. 

 

 

• Ensure you slowly lower the handbrake and look for signs of movement of the caravan. 
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Safety Chains 

Always use safety chains when towing. They maintain the connection between the trailer/caravan and tow 
vehicle in the event of separation of the hitch and coupling. 

Safety chains are included with every trailer/caravan by law. The D-shackles provided are correctly rated for that 
particular van. 

Correct Use of This Feature 

• Using the D-shackles provided attach the chain to the eyelet of the tow bar on the opposite side to the side of 
the trailer/caravan. 

  

 

• Repeat this with the other side to create a criss-cross. 

• Ensure there is enough lag in the chain to allow movement between the vehicle and the trailer whilst avoiding 
the chain dragging on the ground. 

• If the chain is too long, relocate the D-shackle a couple of links from the end of the chain to provide more 
tension. 

• Hand tightening the D-shackles should be sufficient. It is not recommended to over tighten. 
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Ark XO Jockey wheel 

• The large blue handle is used to swivel the jockey wheel into travel or loading positions. 

  

 

• A smaller silver handle allows the movement of the jockey up and down to accommodate level differences 
between your car and the trailer/caravan. 

• The winder allows you to adjust the height of the hitch for connection and disconnection from the tow vehicle 
and is removable when travelling. 

 

 

• Grease the jockey wheel reguarly using a high quality lithium based marine grade grease every 12 months and it 
is recommended to also remove the top plastic cap to remove out as much old grease as possible before adding 
in new grease 

 

IMPORTANT 
• If repositioning the trailer/caravan once unhitched, ensure that the jockey wheel is lower than the ‘Maximum Safe 
Height’ for movement which is located on the stem of the jockey wheel. 
• If the jockey is set too high and you attempt to move the caravan/trailer, it could bend, damage or cause failure of the 
jockey. 
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CruiseMaster DO-35 Off road coupling 

• Ensure the Tow Pin Cover is removed from the Tow Pin. 

• Set the coupling to the unlocked position by pushing down on the Red Lock Button while simultaneously 
pushing back the locking slide plate towards the Red Lock Button. When in position the viewport in the centre of 
the locking mechanism should be clear. 

• Adjust the Jockey Wheel of the trailer/caravan so the coupling is above the vehicle Tow Pin height. 

• Align coupling over Tow Pin then lower the coupling onto the Tow Pin using the Jockey Wheel. 

• Push the Red Lock Button to reset the locking plate into the locked position. The locking plate will slide forward 
and click when in place. 

• Secure the Checklock cap by pressing down at the back then front. 

• Ensure to grease the dedicated grease nipple on the hitch every 12 months or 10,000kms whichever comes 
first with a lithium based Marine grease 

 

   

 

 

 



 
MAVERICK CAMPERS  2026 OWNER'S MANUAL 

 

 
 

Where Adventure Begins   |   maverickcampers.com.au   |   Page 11 of 38 

Rear View Camera 

The Rear View camera is powered by the tail lights of your caravan in order to power this up your headlights of 
your vehicle must be manually turned on. The DRL ( Daytime Running Light) of your vehicle will now power the 
rear view camera. 

Once the tail lights are on your caravan and all clearance markers are turned on the rear view camera will now 
have power and should automatically pair to the LCD screen. 
The LCD screen is highly recommended to be affixed to an area in your vehicle in a location that should not 
obstruct your view and not be able to move whilst in motion the LCD screen comes with a number of accesories 
for mounting. 

Assembly of the LCD screen 

The LCD screen comes disassembled in the box and requires some mild assembly including attaching the 
receiving antenna and affixing the mounting bracket if required. 
The rear view camera is powered by a cigarette socket that it can be plugged into within your vehicle the power 
cable for the reverse camera is supplied and has a red button on the end for turning on and off the power supply 
to the camera. 

Connecting the rear view camera 

Once the camera is mounted and powered up it should simply automatically pair to the rear view camera on your 
caravan. 
It is important to note when reversing the caravan a spotter is still required to assist with checking surrounding 
obstacles around the caravan including clearance height and this feature should be used as a guide only. 

Pairing the Reverse Camera to LCD screen 

In your caravan is a controller for the camera itself that also acts as a repeater for the camera to help boost the 
signal to ensure optimal performance at all times. 
Locating this box is important as this also controls the pairing process of the reverse camera. 
To pair the camera to the screen simply turn on the camera so it is powered up and connect the LCD screen to a 
power source. 
Then locate the repeater box ( Picture 1) and on the LCD screen press the menu button and navigate your way to 
the pairing option and press “Ok” and this will initiate a 30 second count down whilst this counts down press the 
red button on the repeater box shortly the camera will pair to the screen and the process is completed. 
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Water System 

Water Pump 

When on Mains water do not turn on the water pump 

The water pump of your caravan must only be used when drawing water from the water tanks you can 
individually draw water from the (depending on model) 2 seperate fresh water tanks by looking at your water 
tanks from the driver side of the caravan and locating the water tank draw point and isolating the tank you do not 
want to draw water from (picture attached) 

When 1 water tank is empty it is important to isolate the empty tank so the pump continues to get constant water 
supply from the tanks. 

Maintaining your water pump 

Your water pump is fitted with a mesh basket filter with a clear lid for catching large debris from the water system 
(picture attached) it is important to regularly clear this filter to maintain good water flow to the pump as to not 
damage the unit. 

Common questions of the water pump 

Q. Why does my pump keep turning on and off reguarly when not being used? 

A. This is likely due to an airlock in the system to clear this simply turn on the water pump and open all water 
points Eg shower, sinks, slide out kitchen, drawbar tap for both hot and cold (where applicable) for at least 10 
seconds at each point and this should resolve the issue. 

Q. Can I travel with my water pump left on? 

A. We do not recommend that you travel with your water pump turned on as if a tap happens to turn on or a water 
fitting has a leak this could flood and damage the caravan. 

Q. When I leave my caravan once set up should I leave my pump on? 

A. If off grid it is suggested to turn the pump off when not in use as it still uses some power even when not running 
just by having the circuit turned on. (Picture 1 illustrates the isolation tap for the water tank)            (Picture 2 
illustrates the Mesh basket filter) 
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Hot Water System 

Arana Instant Hot Water System 

How to use the Arana Instant Hot Water Service 

• Turn the “Power” circuit on in the Renogy system 

• Ensure gas bottle is connected and turned on and the correct bottle is set on the adjustable regulator 

• Locate your Arana controller and simply press the Power icon to turn the unit on 

• You can then set your temperature on the display choosing between Fahrenheit or Celsius 

• Once this is all completed simply open a hot water tap and shorlty after hot water will come out. 

• The unit will automatically turn itself off shortly after you stop using the hot water then simply turn off the unit . 

Common Asked Questions 

Q. Does the system also work using 240v? 

A. The Hot water service uses gas for the heating and does not require 240v power to operate. 

Q. Does the unit only heat up a certain amount of water at a time? 

A. The unit is a tankless system and instantly heats the water rather then a tank system which heats up a certain 
amount of water at a time which also means it acts as an endless hot water supply, so be careful when off grid to 
monitor your hot water usage. 

 

 

 

REFERENCE LINK 
https://www.aranaliving.com/wp-content/uploads/2023/07/ARANA-RV-Water-Heater-
Maual_RH09G_0523.V01_Web-1.pdf 
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Diesel Heater 

Start up of the diesel heater 

• Ensure the diesel tank has diesel tank has at least ¼ of a tank this can be checked by using the gauge on the 
tank itself 

• Locate the control screen for the heater 

• Shortly press the power symbol and the unit will turn on 

• Choose between 1 of the 3 modes which includes Manual heat, Smart Heat or fan only 

• Once your selected mode is chosen either set the desired temperature by pressing the round dial and this will 
allow you to either set the fan speed and heat level when in manual mode or set the desired temperature in 
smart mode 

• To adjust the fan speed once the temperature is set simply press the round dial again and this will allow the 
bottom bar on the LCD screen to be adjusted to your desired fan speed 

Maintenance of the diesel heater 

• We suggest running the diesel heater on high for a minimum of 15 minutes each month to ensure fresh fuel is 
always being cycled through the fuel line. 

• You can also ensure at the end of the season to completely drain the system of any remaining diesel and this 
will avoid needing to do the above process. 

• After each trip it is recommended before using the heater to check all piping including the exhaust and air 
intake to ensure that they have not shifted and are not touching anything that may be suffocating to both and 
ensure the exhaust is not touching anything but steel. 

• The Diesel heater is a very smart unit and has many settings that can be adjusted for your best experience for 
more details visit the Au focus website or read the supplied user manual that came with your heater for more in 
depth details. 

REFERENCE LINK 
Download the AU Focus User Manual 

 

 

 

https://static1.squarespace.com/static/62cb52fbac2ee66ef27136d9/t/698d16951e4f6104747e69de/1770854037882/AuFocus+MZ+User+Manual.pdf
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Truma Aventa Comfort Air conditioner 

The Truma AC unit has four operating modes Cooling, Heating , Automatic and Circulated Air. 

Turning on the Truma Air Conditioner 

• Ensure that 240v power is connected either using the inverter or connected to mains power 

• Point the remote towards the unit and press the power symbol on the remote 

• Select 1 of 4 operating modes if selecting cooling or heating use the temperature adjustment to set your 
desired temperature 

• Both cooling and heating may take some time before warm or cool air comes out of the unit as it does its start 
up process 

• You can set a sleep timer using the remote or simply turn off when completed 

Tips for the Truma Aventa Comfort 

• Always ensure to set the cooling mode to a reasonable temperature ie if it is 45 degrees outside the unit will not 
cool to 16 degrees and will be much more efficent to not over heat the unit if set to 22 degrees. 

• When on heating mode if the temperature is below 4 degrees the heating element may take an extended period 
of time to start heating and it is important to set a desired temperature and follow the instructions in the 
operations manual if the temperature is below this. 

Commonly Asked questions 

Q. Is it normal for water to run off my roof when cooling or circulated mode is selected? 
A. Yes this is completely normal as this is the moisture being pulled out of the air and the unit drips water onto 
the roof of the caravan it is suggested when levelling the caravan to have it slightly nose up or down and the van 
be slightly higher on the door side of the van to keep the water run off from the living space. 

Q. If I have an issue with my unit what do I do? 
A. On the Leisure Tec website there is a service locator to help find a local service agent for the unit that is 
authorised for warranty repairs 

 

 

REFERENCE LINK 
https://leisure-tec.com.au/wp-content/uploads/2018/08/Aventa-Operating-Instructions.pdf 
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Mycoolman Air conditioner 

The Mycoolman has 5 modes to choose from Cooling, Heating, Ventilation, Dehumidification and Automatic. 

How to use the Mycoolman AC 

There are multiple ways to use and control the Mycoolman AC these include using the supplied remote control 
for the unit, The Renogy One Vision display (on applicable models), bluetooth phone app as well as on the unit 
itself can be controlled with a touch display. 

• Choose your desired method of control and ensure power supply to the AC then simply press the power 
symbol and select your desired mode and set the temperature 

• After approx 5 minutes warm or cool air will start coming out the unit 

• The AC also has incorporated led lighting which is RGB and the colour and brightness can be changed and 
adjusted from either the Renogy screen or the bluetooth phone app 

Commonly Asked Questions 

Q. Is it normal for water to run off my roof when cooling or circulated mode is selected? 

A. Yes this is completely normal as this is the moisture being pulled out of the air and the unit drips water onto 
the roof of the caravan it is suggested when levelling the caravan to have it slightly nose up or down and the van 
be slightly higher on the door side of the van to keep the water run off from the living space. 

REFERENCE LINK 
Download MyCoolman Operations Manual 

 

 

 

 

https://www.caravansplus.com.au/pdf/CCA3000-MANUAL-2.pdf?srsltid=AfmBOooKf1n51cvTYrD9z7i5Dkack0KsGcorPePbBKI0o9b_kcANvlP1


 
MAVERICK CAMPERS  2026 OWNER'S MANUAL 

 

 
 

Where Adventure Begins   |   maverickcampers.com.au   |   Page 17 of 38 

Renogy 12V System 

Home Screen Renogy One Vision 7’ Display 

The home screen of the Renogy One Vision display provides a clear overview of your Maverick Caravan’s entire 
power system. It shows total power input, including solar, mains, and DC power, as well as all active loads and 
outputs drawing power from the battery. From this screen, you can also control all electrical circuits within the 
caravan. 

Home Button Feature 

Pressing the Home button will automatically turn on a pre-selected group of circuits. This allows for a quick and 
convenient setup of the caravan with a single touch. 

Away Button Feature 

Pressing the Away button will turn off all circuits except the fridge circuit and the inverter (if it was turned on at 
the time). This feature is ideal when leaving the caravan, allowing you to preserve battery power during off-grid 
camping by disabling unnecessary circuits with one button. 

Standby Button Feature 

The Standby button is designed for storage use. Pressing this button turns off all caravan circuits with a single 
touch. This is ideal when placing the caravan into storage, especially when paired with isolating the battery if no 
solar or mains power is being used to maintain charge. 

Water Tank Levels 

The One Vision display shows real-time water tank levels, clearly labelled (e.g. Front, Rear, or Grey) to allow for 
easy monitoring and water management at a quick glance. 

Mycoolman Air Conditioner Controls 

From late 2025, the Renogy system and MyCoolman air conditioner are able to communicate with each other. 
This allows you to turn on and control the air conditioner directly from the One Vision display or via the Renogy 
DC Home app on your smartphone. 

Power Topology Display 

Located on the left-hand side of the screen, the lightning bolt icon opens the Power Topology display. This 
screen provides a detailed overview of all power inputs and outputs within the caravan. Each individual 
component can be selected for a more in-depth view of that device. 

Connecting To The Renogy Core 

If the One Vision display shows “Connecting to Core” and does not reconnect automatically, this can be 
resolved manually: 

• On the One Vision display, go to Settings and enable the Personal Hotspot. 

• On the Core display, navigate to Settings > WLAN. 

• Connect to the One Vision hotspot. 

• The hotspot name and password will be displayed on the One Vision screen. 

The default hotspot password is 12345678, unless it has been changed. 

For further information or fault diagnosis, please contact your local dealer or refer to the individual component 
user manuals supplied at handover. 
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Renogy One Core 

Home Screen Overview 

The Core home screen provides a summary of your battery State of Charge (SOC), as well as the estimated time 
remaining until the battery is fully charged or depleted. It also displays ambient temperature, equipment 
temperatures (such as the inverter and DC-DC charger), and current water tank levels. 

System Monitoring and Control 

The Core display receives its data directly from the battery shunt, providing accurate monitoring of battery SOC. 
The Core acts as the main control hub of the system, allowing all connected devices to communicate 
seamlessly for smooth system operation. 

Controlling the Caravan by the Core Display 

Along the bottom of the Core display are four menu options: 

• Home Screen (bottom left): Displays system overview information. 

• Second Icon (3D cube): Allows limited control of system outputs and selected circuits. 

• Third Icon (four squares): Displays communication status between all connected devices. It is normal 

• for a device (such as the inverter) to appear as a dark grey box if it is turned off or not connected to mains 
power. 

• Fourth Icon (cog): Opens the Settings menu. 

Settings Menu 

The Settings menu includes various adjustable system options, including a beta version of Renogy’s RV Levelling 
feature, which assists in checking how level the caravan is when parked. The WLAN settings are also located 
here, allowing reconnection to the One Vision display if communication is lost. 

For further information or fault diagnosis, please contact your local dealer or refer to the individual component 
user manuals supplied at handover. 

Renogy Smart Distribution Box 

Overview 

The Smart Distribution Box is the main control unit for all 12V electrical outputs in the caravan. All components 
are tested and verified as operational prior to handover. 
A circuit breakdown is provided below the fuses, indicating which fuse controls each circuit and the required 
fuse rating. Standard automotive blade fuses are used, with amp ratings varying depending on the circuit. 

CH1: Left lights – 10A 
CH2: Right and rear lights – 10A 
CH3: Front light – 10A 
CH4: Internal lights – 10A 
CH5: Bathroom light – 10A 
CH6: Bunk Lights – 10A 
CH7: Spare fuse – 10A 
CH8: Spare fuse – 10A 
CH9: Power circuit – 20A 
CH10: Water pump – 20A 
CH11: Media system – 20A 
CH12: Fridge – 20A 

Circuit breakdown (May Vary depending on the year of your Caravan) 
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Diagnosing a Blown Fuse 

The Renogy system simplifies fuse diagnosis by illuminating a white LED in front of any blown fuse. To access the 
fuses: 

• Locate the Smart Distribution Box. 

• Remove the clear plastic top cover. 

• Use the supplied fuse puller located inside the lid. 

• Identify the fuse with the illuminated white LED. 

• Remove the fuse and visually inspect it through the clear casing to confirm if it has blown. 

If blown, replace the fuse with one of the same amp ratings. Two spare fuses are supplied: 

1 × 20A blade fuse 

1 × 10A blade fuse 

If the replacement fuse blows again, contact your local dealer for further diagnosis and support. 

Checking Smart Distribution Box Terminals 

If the caravan is frequently used for off-road travel, it is recommended to regularly check all cable terminals 
connected to the Smart Distribution Box. Vibration may cause terminals to loosen over time. Periodic inspection 
and general maintenance will help ensure all connections remain secure and prevent potential electrical issues. 

For further information or fault diagnosis, please contact your local dealer or refer to the individual component 
user manuals supplied at handover. 
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Setting Up Your Caravan 

Stabilizer Legs 

To correctly utilize the benefits of the stabilizer legs, follow the directions below remembering that using power 
tools on the stabilizer legs will damage the internal mechanism 

• Once the caravan is unhitched from the tow vehicle level the caravan with the Jockey wheel for the up-down 
levelling 

• Ensure the left-right is relatively level if on a big lean do not use the stabilizer legs to level the caravan levelling 
chocks are required to raise the lower side 

• Pull the handle of the stabilizer leg to unlock and hold whilst moving to desired positioning 

• Release the handle once in desired position on all 4 corners and the stabilizer leg will automatically lock into 
place at the nearest available angle to this 

• Use the supplied stabilizer winding tool to lower the stabilizer legs down and do so till the tension is firm do not 
over tighten or try to lift the caravan remembering if running the AC a slight angle toward the non-door side is 
ideal for the water run-off from the AC unit 

• Repeat on all 4 corners then inside the caravan check if you are happy with the level of the caravan 

• To raise the stabilizer legs, repeat the above process 

REFERENCE LINK 
www.youtube.com/watch?v=qpfMnhdEUfo 
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Awnings 

Setting up your Electric Awning 

On some model's electric box style awnings can be optioned over the standard 270- or 180-degree awning 

Never leave an unrestrained electric awning unattended 

• Turn on your “power” circuit on the control panel 

• Locate your electric awning switch 

• Click the open on the awning switch and the awning will start to open ensure the door is either closed during 
this process or is restrained to the van body 

• The awning will extend and automatically turn off when fully extended whilst it is extending support the awning 
and start to unclip the awning legs and set desired height if raining lower one side of the awning to allow for water 
run off 

• Ensure to turn the switch to the middle position once the awning has fully extended and remember to tie your 
awning down and if it becomes too windy to retract the awning and reverse the above process 

REFERENCE LINK 
www.youtube.com/watch?v=cPhVREHLuDI 
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Setting up a manual Roller style awning 

On our Falcon range all vans are fitted with a manual roller style awning as standard 

• First start by releasing the black locking clips located halfway up the awning arm (Picture 1) 

• Then loosen the adjuster knobs for the sliding arm (Picture 2) 

• Then grab the metal hook rod and to the left of the rear awning arm at the top is a black lever this needs to be 
pushed up to disengage the retracting mechanism 

• Once this is released simply grab the attached white strap and pull out and the awning should start to open if 
one arm gets caught simply pull out slightly and it will release allowing the awning to fully extend 

• Once fully extended slide the extendable arms from the bottom of the awning arm to the top and apply some 
downward pressure on the awning before tightening the adjustor knob to lock in repeat this process on both 
sides 

• Then on the awning leg is a black handle pull this handle and you will see a silver lever inside pull on both of 
these at once and raise the awning to desired height repeat on each side remembering if raining to have 1 side 
lower for water run off noting the extendable arms may require re adjusting 

• If you want to detach the leg of the awning from the van body go to the foot of the awning and there is a black 
lever (picture 3) to press and this will allow the leg to be removed from the body and placed vertically in line with 
the awning drum adjustment of the extendable arms will be required 

• Once the awning is positioned to your desire ensure to tie down the awning using pegs in the holes of each foot 
of the awning if the legs are detached from the body 
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Electric Roof Operation 

 All Maverick Viper platinum edition models are now standard with electric roof opening however a couple of 
different mechanisms have been used to best suit each layout. 

Electric roof with Linear Actuator (Internal pole) 

• First walk around the van and release all roof latches and ensure clearance above for the roof to open fully 

• Locate your controls for the electric roof either fixed buttons or wireless remote once you have ensured the 
roof is ready to be raised simply press the up button on the control and the roof will begin to raise and will 
automatically stop at its preset point when raising the roof ensure the entry door is open to allow air to come in 
as it raises to prevent overload on the actuators 

• To close the roof, reverse the above process ensuring no items are on benchtops or top of cupboards that 
could get damaged and ensure entry door is open when lowering 

 

Fixed button Linear actuator (poles inside) override 

In the unlikely event that the roof does not operate both up or down follow 
the below procedure in the order required for lowering or raising 

• For Vipers fitted with the fixed button electric roof, follow this procedure 
to restart and in the unlikely event of total failure how to manually 
override the roof. 

• Locate the control box (photo 1) (Generally located with all your 
electronic components and circuit breakers) and locate the control box 
there will be 2 separate identical boxes check all connections are firmly in 
place and check the resettable circuit breaker/blade fuse has not blown 

• If the fuse/ circuit breaker has blown reset or replace and try again if not 
blown locate your battery isolator (big red dial) and twist to off position for 1 minute, then twist back to on 
position this will reset the controller of the actuators then wait 1 minute and try again 

• If total failure locate your black plastic case with usb rechargable battery-operated drill (photo 2) and open the 
hatch doors on the side of the actuator and locate the hex bit that fits the bolt head on actuator (photo 3) 

• Use the attachments to raise or lower the roof ensuring to raise equally ie 10cm left side then 10cm right side 
and repeat until roof is fully raised or lowered 
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Remote Control Only Electric Roof (Internal Poles) 

This Mechanism was Mainly used in our slide out bar variant of the Cobra 146HL 

• Locate your remote for the roof (photo 1 down below) ensure all external roof latches have been released and 
there are no obstacles above the roof it may hit ensure you leave the entry door open when raising the roof 

• Simply press the up arrow on the remote control and the roof will start to raise, the roof will automatically stop 
at its preset maximum height 

• To close the roof simply reverse the above procedure pressing the down arrow ensuring nothing internally will 
interfere with the roof as it lowers ensuring to leave the entry door open as it lowers 

• Ensure to latch all roof latches before travel 

Remote Control Linear actuator (poles inside) override 

This Mechanism was mainly used in our Slide out bar variant of the Cobra 146HL and remains very much similar 
to above with the override process. 

• In the unlikely event of failure of the electric roof, the first step is to check the fuse or circuit breaker in the 
electrical box to ensure this has not blown. Also check your remote batteries are not flat by pressing the middle 
button (photo 1) 

• If it has blown simply reset/replace and the roof should work like normal 

• 3. If the roof malfunctions and will not raise/ lower locate the control box (photo 2) and look on the side with the 
little antenna and you will see 2 buttons (photo 3) press and hold the reset button until the roof fully lowers and 
sounds a long beep 

• If total failure locate your supplied USB rechargeable drill (photo 4) and open the side access hatch on each actuator 
box and locate the hex bolt head (photo 5) this is used to raise/lower the roof ensuring to raise/lower 10cm at a time ie 
10cm left then right and finally rear and repeat this process until the roof is fully raised/lowered 
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Scissor style Electric Roof Actuator 

• Used in all models with electric roof as standard with a “T” in the VIN 

• Unlatch all roof latches and ensure the height above the caravan is clear prior to raising ensuring the entry door 
stays open when raising 

• Locate the roof switch or included remote control and press and hold the up button the roof will raise and 
automatically stop when it reaches its highest point 

• To lower the roof, reverse the above process ensuring before lowering nothing is on benchtops or top of 
cupboards that can interfere with the operation, leave the entry door open when lowering 

 

Scissor style Electric Roof Actuator override 

• In the unlikely event of failure or malfunction, follow the below for the reset procedure and complete manual 
override. 

• Locate your control box for the electric roof (photo 1) and look next to the small antenna for a small green led 
light this will indicate power to the controller 

• If there is no light locate the fuse/circuit breaker labelled electric roof and check it has not blown/tripped 

• Once power is established to the controller and the roof will still not lower from the switch or remote there is 2 
ways to perform a restart of the controller 

• Using the remote control (photo 2) press and hold the middle and bottom button for 3 seconds continue 
holding the screen will read “RST” this has started the restart process continue holding the buttons until the roof 
fully lowers and there will be an audible long beep from the control box the roof will now function normally 

• To restart the roof without the remote control go to the control box and next to the antenna will be 2 buttons 
(photo 2) press and hold the “restart” button until the roof fully lowers and an audible long beep is heard this will 
restart the roof and it will now function normally 

• In the unlikely event of total failure on the opposite side of the control box from the reset button is 2 cables 
which can be unplugged 

• Unplug the 2 cables then using the handles on the internal of the roof to pull down and the roof will slowly lower 
ensure the entry door is open during the lowering process. before travelling ensure the roof latches are secured 

• For raising the roof, the same process applies however 2 or more people are required to push up on the roof 
ensure the entry door is open 
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Electric Bed 

How to use the Electric Bed 

• The Electric Bed has been fitted in our Falcon 146, Falcon 156, Falcon 17DL and Falcon 17C 

• To operate the Electric bed first locate your Renogy control panel and turn on the “Power” circuit; this will give 
power to the mechanism of the Electric Bed. 

• Next to the bed you will find a grey switch with yellow warning labels fixed above ensure to familiarize yourself 
with the warning labels and the weight restrictions of the bed for Maximum Static weight as well as maximum 
lowering and raising weights (Photo 1). Before lowering the bed ensure there are no obstructions in the way such 
as fans, tv or reading lights that may interfere with the path of the electric bed 

• To lower the bed simply press the down arrow once and then press and hold the button and the bed will begin 
to lower once you release the switch the bed will stop at any height the weight rating for the designated height 
will be listed on your warning label 

• To lower the bed to the lowest point the back rest of the cushions will need to be removed, and the table 
dropped down the cushions will fit under and above the table to be as flat with the base cushions as possible 

• To lower the table simply twist the black handle (photo 2) and push down once at the lowest point turn the 
handle the opposite direction to lock in the set height 

• The Electric bed is now safe to be lowered to the lowest point to pack the bed up simply reverse the procedure 
above bedding can be left on the bed however it may affect the maximum raising height as the motor reaches a 
set tension and stops as to not over work itself. The Electric bed must always be raised to the roof when 
travelling. 

Manual Override of the Electric Bed 

Before manual override is required in the event of total power loss or failure, we suggest trying the following 
items first. 

• Turn the “Power” Circuit off for 2 minutes before turning it back on and trying to lower or raise the bed 

• On the sides of the bed that are closest to the wall look in the gap and locate the 2 sensors that will read a 
sensor plate that is either on the inner wall or has been added into the wall construction the sensors have a blue 
cap on the end ensure these are not covered by any overhanging bedding or debris 

• The ideal distance from the wall or sensor plate for the sensor is 5mm ensure this gap is correct and there 
hasn’t been any contact with the wall/plate 

• Check fuses and circuit breakers ensure that no fuses or circuit breakers have blown/tripped if a blown/tripped 
circuit breaker is found cycle the “Power” circuit leaving for 2 minutes before turning back on. 
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Total power loss or Failure of the Electric Bed 

• If for any reason the above did not rectify the operation of the electric bed, it can be manually overridden to 
lower the bed down from the roof. 

• Depending on model/build date there are a couple of different places to access the override depending on your 
model/build date. It is highly suggested to familiarize yourself with the override location. 

• The led lights under the electric bed can simply be pulled out from under the bed by using a flat head screw 
driver or your hands to pull around the black lip of the light and pulling down be careful of the spring loaded arms 
that hold the light in place that these do not clamp down on your finger (photo 1) 

• Ensure no items are in the way of the lowering path such as fans, tv or reading lights 

• Turn off the “Power” circuit before locating the silver lever to engage the override simply pull out slightly on the 
lever (photo 2) and push up/pull down this will now have the bed making a very slow descent from the roof re 
engage this lever once the bed is at your desired height 

• Contact Maverick to arrange a time for this to be inspected and rectified 
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Tables & Interior Features 

How to use your Lowering and raising table 

There are 2 variations of this table with the pivoting base coming into effect in approximately November 2025 

• The table is able to be raised and lowered by using the black twist handle (photo 1) simply turn the handle into 
the unlocked position push the table down to desired height and turn the handle to the locked position and the 
table will lock into place 

• The table top can move side to side as well as forward and backward to unlock the slide mechanism locate the 
black release lever under the table (photo 2) when this lever is pulled down it releases the lock mechanism so 
the table can move freely to lock in place raise the lever up the lever must be in the locked position during travel 

• At the Base of the table leg (on applicable build dates) will be a black foot pedal (photo 3) simply press down, 
and the table base will pivot 
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How to use your Laguna style table 

Fitted in our Viper range excluding the Viper 16C from approximate build date of 03/26 is the laguna style table 

• The Laguna style table has a number of black twist handles used to loosen or tighten the clamp around this 
section these can be used to adjust the height of the table as well as the pivoting of the table 

• To raise or lower the height of the table locate the base (photo 1) and loosen the black handle if you hold the 
collar of this and pull out gently on the handle this will allow the handle to be repositioned without turning the 
thread to allow more clearance you can then push down or lift up to raise or lower the height of the table 

• The pivoting point (photo 2) will allow the table to be moved and pivot of this axis so it can push away out of the 
living space when not in use this point must be tightened during travels 

• The under-table swivel point (photo 3) this allows the tabletop to swivel on its point for best adjustment to 
swivel loosen off the black handle during travels this must be tightly done up 

• The table can also be removed if not being used by loosening off all handles and the table mechanism can then 
split into 2-3 pieces for easy storage and to free up the living space 
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Doors & Windows 

How to use the Entry Door 

All of our models are now fitted with this style of entry door. It has an incorporated window blind as well as a 
metal security screen mesh with a layer of flyscreen over the top. 

• The entry handle will protrude (photo 1) when unlocked grab the handle firmly and pull up the door will open 
you can lock the door from inside by twisting the silver tab (photo 2) inside to the locked position the door will 
only lock internally when the door is closed an external label and internal label are fitted to the door to show you 
how to lock and unlock the door from internal or external 

• To separate the screen door, pull up on the door handle (photo 2) from inside and it will split allowing you to 
anchor the door back to 1 of 2 anchor points (photo 4 & 5 on applicable models) to join the 2 pieces back 
together simply squeeze both pieces back together 

• The door is fitted with a window blind (photo 3) to lower the window blind simply undo the Velcro straps and 
pull down the blind will extend and will latch on to the 2 plastic tabs each side of the door. Reverse this process 
to raise the window blind 

• The door also has a vent at the bottom supplied with your caravan is a dust cover for the vent. This vent must 
only be covered during travels when inside the caravan this vent must be left open and clear, and the cover must 
be removed. 
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How to use the caravan windows 

All of our Models are fitted with Double glazed windows, and all have a 2-stage locking mechanism as well as any 
level window struts which allow the window to open to any desired opening to allow little or maximum airflow. 

1. To open the windows, open all window latches (photo 1) by pressing the red button and turning the lever the 
window will then open any desired opening within the range of the window struts. 

2. The windows are also fitted with a fly screen as well as block out blinds (photo 2) for allowing airflow without 
allowing bugs inside or for total block out privacy the blinds can also be halfway to still allow airflow whilst 
maintaining privacy 

3. When closing the windows prior to travel it is important to ensure they are in the sealed locking position (photo 
3) not the venting position which can be used when in storage to allow airflow through the caravan (photo 4) 

  

 

  

 

Caravan Windows Tips 

• Always ensure the windows are in the sealed position prior to travelling 

• When cleaning the caravan windows internally or externally use a glass cleaner with a macrofibre cloth do not 
use a car wash broom etc as the windows easily scratch 

• When travelling do not have the fly screen or privacy screen down as this can add accelerated wear to the 
tension mechanism of the blinds 
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Tyres, Suspension & Maintenance 

Specifications & Torque Settings 

Item Specification 

Wheel Nuts 135NM 

Shock Absorbers 80NM 

Suspension Arm 190NM 

Max Cold tire pressure 80PSI 

Recommended Travel Pressure (Sealed Roads) 44-65PSI 

Wheel Bearings - Timken part numbers  

Inner 25590/20 

Outer 25590/20 

Seal 55x85x12 

Pedders shock absorber part number 9128 

 

General Maintenance 

With any caravan on the Market some general maintenance will be required to ensure the major aspects of the 
van are always in best performing conditions. 

To locate the grease nipples of the suspension arms lay on the ground in front of the wheel and look at the 
middle point between the nut and bolt head and you will find the grease nipple there are 2 points per suspension 
arm 

• Checking wheel nuts every 500km (or every time you fill up for fuel) this helps ensure that the wheel nuts do not 
work themself loose on all of our caravans to check the wheel nuts You will need a 19mm deep socket and a 
torque wrench the Torque spec of the wheel nuts is 135NM 

• Re-torque the shock absorber bolts (80NM) and suspension arms (190NM) after 5000KM or regularly during 
corrugated roads as well as at the end of a corrugated road 

• Regularly check the wheel hub temperature by feeling around the wheel nuts on the rim if it is too hot to touch 
this can mean that the wheel bearings are over heating or that your brakes are dragging on the hub and causing 
unnecessary heat 

• Check the interior of the caravan on road trips especially during off road use to ensure no cupboards etc have 
opened 
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• Check tyre wear and pressures before and during all trips to ensure no uneven wear and check for signs of 
aging eg cracks etc 

• Before taking off for any trip check all appliances are working such as stove, Air conditioner, diesel heater (if 
required), smoke alarm as well as ensuring all aspects of your 12v system is working 

• Carrying some basic tools for your travels can help in the case of a break down or if something is not working 
correctly and can assist in not requiring costly roadside repairs 

• Greasing the Suspension arms using the grease nipples as well as greasing your hitch and jockey wheel on 
there dedicated greasing points the recommended grease for all of these points is a high quality lithium based 
Marine grease and can be greased using a standard grease gun 

• The Gas Pig Tails feeding from the regulator to the gas bottles must be replaced every 5 years from the 
manufacturers date which is listed on the label attached to the gas pig tail this work must be completed by a 
certified gas plumber 

Helpful tools to carry on any trip 

Carrying a basic set of tools ensures minor issues can be addressed quickly and safely while travelling 

• A multipiece tool set which includes Spanners, sockets, screwdrivers, Allen keys, pliers and a ratchet handle (if 
the tool set does not go up to 24mm we suggest purchasing a 24mm socket and spanner for checking shock 
absorber and suspension arm bolts as well as a deep 19mm socket for the wheel nuts 

• A torque wrench that can go up to 190NM 

• A test light or small multi meter 

• Bottle jack rated to atleast 3T for jacking the caravan in the event of a flat tyre 

• Spare blade fuses a variety pack are available at most retailers 

• Spare AA and AAA batteries for remotes etc 

• Cable Ties 

• Tyre Pressure Gauge 

• Manual Grease gun with spare high quality lithium based marine grease 
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Bathroom & Toilet Systems 

How to use Dometic Toilet cassette 

Fitted to some Maverick Models is the Dometic toilet cassette this features a swivel seat for easy adjustability of 
the orientation of the toilet depending on the layout 

• First ensure toilet chemical has been added into the cassette and the “Bathroom” and “pump” circuit are on if 
connected to mains do not turn on the water pump. To add the chemical locate the Grey lever at the base of the 
toilet (photo 1) and pull out this will open the access hatch to the cassette itself add chemical and follow 
instructions on your specific chemical if water needs to be added etc 

• Now the toilet is set up to be used each time before use open the grey lever before using that way all liquids and 
solids can go straight into the cassette once finished locate the flush button (photo 2) on the top of the cassette 
and once completed close the grey lever 

• Full indicator light located next to the flush button will be an indicator light that will illuminate to show the 
cassette is full and must be emptied at a dedicated dumping point often referenced with a blue background with 
a diagram of a motor home (photo 3) 

• To remove the cassette from the van open the cassette door and locate the green lever at the bottom (photo 4) 
lift up on this lever and pull and the cassette will remove from the van the cassette has a telescopic handle and 
wheels on the bottom for easy transport 

• Once at the dump point the elbow connection will swivel and undo the cap this now opens the emptying point 
of the cassette point this into the dump point and pour pressing the grey button at the rear to allow air flow in for 
quicker drainage 

• Once empty most dump points have a hose for rinsing the cassette after emptying then slide the cassette back 
into place and ensure the cassette clicks in correctly. 

• Ensure before travelling to always ensure the cassette lever is closed to not allow any spillage from the 
cassette into the bathroom area 
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How to use Thetford Cassette toilet 

Some of the Maverick range are fitted with a Thetford cassette toilet this toilet has a separate flush tank from the 
rest of the water tank system in the caravan 

• First ensure the “Bathroom” circuit is turned on this will give power to the toilet then add the toilet chemical 
into the cassette by twisting the handle next to the toilet (photo 1) 

• Ensure the flush tank is filled (photo 2) there is a sight glass next to the fill point in the cassette door to check 
the flush tank level ensure to add the specified amount of Thetford's flush chemical this is required to lubricate 
seals and prevent build up in the flush tank as well as leave a fresh scent when flushed 

• The toilet is now ready for use when using ensure to open the cassette by twisting the handle (photo 1) to the 
open position so solids and liquids go straight into the cassette 

• Close cassette handle after use to prevent smells and spillage during travels. 

• To empty the cassette there is a lever at the bottom of the cassette hatch (photo 3) lift this green lever up to 
release the cassette and slide the cassette out the cassette has an inbuilt handle and wheel for easy transport 
ensure only to empty the cassette at the approved dump points generally on a blue sign with a motorhome 
(photo 4) 

• At the dump point open the cap for the cassette and swivel the elbow fitting and pour into the dump point there 
is a button on the top at the back of the cassette to press when emptying to allow air in for faster emptying 

• Once emptied most dump points have a hose you can use to flush and rinse the cassette prior to reinstalling in 
the caravan ensure to re add cassette chemical and top up the flush tank and appropriate amount of flush tank 
chemical if required. 
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Caravan Weights & Tow Vehicle Compliance 

Caravan weights and tow vehicle compliance 

Before purchasing a caravan it is important to ensure your tow vehicle is able to legally tow the caravan This is 
also important for when upgrading tow vehicles or adding weight to either the tow vehicle such as modifications 
etc or adding personal belongings in the caravan 

GVM (Gross Vehicle Mass) 

Is the total maximum weight your vehicle is allowed to be when fully loaded as set by the manufacturer inclusive 
of accessories, cargo, fuel and people in the vehicle. Overloading your vehicle GVM can be catastrophic and can 
lead to void of insurance as this set by the manufacturer for the rating of the brakes, chassis and other critical 
components of the vehicle. 

GCM (Gross Combination Mass) 

The total weight of the caravan and car when hitched on to the vehicle it is important not to exceed the GCM as 
set out by the manufacturer of the vehicle as this can have catastrophic affects to the handling, braking and 
structural integrity of the tow vehicle this is the maximum weight your car and caravan can weight when fully 
loaded inlcuding cargo, accessories, fuel and people. 

Tare weight or Kerb weight 

Whilst very much the same the different industries have different names for the empty weight of the vehicle. 

Car: 

The Kerb weight of a car is the weight of just the car itself as it would come off the producing line with no cargo, 
accessories, people and with very little fuel in the tank. 

Caravan: 

The tare weight of the caravan listed on the compliance plate should include any optional factory fitted 
accessories including Aircon, awnings, internal and external fridges etc. However this weight does not include in 
most cases water, gas bottles or jerry cans the tare weight of the caravan generally will not list any dealer fitted 
options not fitted by the factory unless re weighed at the dealer and re compliance plated with the correct tare 
weight. On a caravan the tare weight is the axle weights plus the weight being transferred through to the jockey 
wheel or the tow ball by using a scale with a frame to support the hitch on top of a scale the axle weight and ball 
weight are then added together to be your tare weight. 

GTM (Gross Trailer Mass) 

The GTM is the mass that is transferred to the axles when hitched onto a vehicle the way the GTM is calculated 
from the factory is the ATM minus the ball weight ensure this weight does not exceed the maximum axle rating 
listed on the compliance plate. 

ATM (Aggregate Trailer Mass) 

The total weight the caravan can weigh when not coupled to a vehicle including the ball weight the ATM rating for 
most of our Maverick Range of single axle vans is 3000kg. 



 
MAVERICK CAMPERS  2026 OWNER'S MANUAL 

 

 
 

Where Adventure Begins   |   maverickcampers.com.au   |   Page 37 of 38 

TBM (Tow Ball Mass) 

The TBM is the weight that is directly transferred onto the tow vehicles coupling and is added into the GVM of the 
vehicle the target goal for TBM is 8-10% of the caravans weight 

Always ensure that your caravan and vehicle are within the manufacturers specified ratings and this will ensure 
stability and road safety as if either is overloaded this can cause grave danger to yourself and other road users as 
well as the risk of voiding insurance and lead to a poor towing experience due to lack of control. 

Tips and tricks 

For the smoothest tow with any caravan it is always best to ensure it is towing level when coupled to the vehicle 
and fully loaded this way there is not any extra pressure exerted onto the tow vehicle or onto any axles if a 
tandem axle van is lower in the front it adds extra force onto the front axle rather then sharing the load. 

Ensure heavy items are loaded as close to the axle as possible to mitigate any counter balances of the ball 
weight and always aim for that 8-10% TBM when fully loaded to ensure a stable towing experience. 

Avoid putting heavy items in Overhead cupboards as this increases the centre of gravity, load light items at the 
rear of the caravan and medium weight items across the axles and towards the front of the van. 
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